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1. NO DISTURBED AREA SHALL BE LEFT UNSTABILIZED OVERNIGHT s
UNLESS THE RUNOFF IS DIRECTED TO AN APPROVED SEDIMENT ‘
CONTROL DEVICE.

2. SIDEWALK RECONSTRUCTION LIMITS SHALL COINCIDE WITH
CRACK CONTROL JOINTS (JOINTER GROOVES) OR EXPANSION
JOINTS IN EXISTING SIDEWALK. NEW EXPANSION JOINTS
SHALL BE PROVIDED AT THE INTERFACE OF EXISTING AND
PROPOSED SIDEWALK. SEE STANDARD MD-655.01.

3. SIDEWALK RAMPS ON THIS SHEET ARE DESIGNED AND SHOULD
BE CONSTRUCTED ACCORDING TO MD-35513. '

4. CONTRACTOR TO INSTALL DETECTABLE WARNING SURFACE
ON SIDEWALK RAMP AS PER MARYLAND STANDARD MD-655.40.

STANRDARD TYPE A COMBINATION CURB AND GUTTER,
12 INCH PAN, 8 INCH DEPTH - )

STA. 9+83, LT.(SB/NB MD 212} TO STA.10+6l, - _ . . . 32 L.F,
LT. (MONTGOMERY RD.) ' -

STA. 10+55, RT. (MONTGOMERY RD.) TO STA.10+99, - _ _ _ 37 L.F.
LT. (SB/NB MD 2i2) ;
STA.10+7l, TO STA.10+98, RT. (SB/NB MD 2{2) - - - - 27 L.\,

4 INCH CONCRETE SIDEWALK

STA. 9+73, LT.(SB/NB MD 212) TO STA.10+64,  _ _ _ _ 248 S.F.
LT. (MONTGOMERY RD.) |
STA.10+60, RT. (MONTGOMERY RD.) TO STA.11+02, _ _ _ _ 305°'S.F.
LT. (SB/NB MD 212) |
N STA.10+7l, TO STA.10+98, RT.(SB/NB MD 2120  _ _ _ . 89 S/F.
N -
\ _ _
\\g; DETECTABLE WARNING SURFACES
STA. 9+93, LT.(SB/NB MD 212) - . - - _ - __ - . __ . l45SF.
STA.10+85, LT.(SB/NB MD 212) _ _ _ _ _ . _ _ _ - - _ - 345F
STA.10+7], TO STA.10+98, RT.(SB/NB MD 212) _ _ . . _ 10 SF,
~0— SIDEWALK RAMPS COMBINATION (MD 655.13)
- STA. 9493, LT.(SB/NB MD 212) _ _ _ _ _ _ _ - . | EA.
STA.10+85, LT.(SB/NB MD 212) _ _ _ _ _ - . _____._ | EA.
STA.10+7l, TO STA.[0+98, RT.(SB/NB MD 212) _ . _ - _ . | EA.

NOTE: THE SIDEWALK RAMPS WILL NOT BE MEASURED, THE COST WILL
BE INCIDENTAL TO THE ITEM 4 INCH CONCRETE SIDEALK :

REMOVAL OF EXISTING SIDEWALK

| FULL DEPTH RECONSTRUCTION

.+ "*'| PROPOSED CONCRETE SIDEWALK

REMOVAL OF EXISTING SIDEWALK

CURB TRANSITION
LT g7 7O FULL CURB HEIGHT)

. _Q_ PROPOSED TRAFFIC SIGNAL POLE

STA. 9+73, LT.(SB/NB MD 212) TO STA.10+59, . . . . . . .4 C.Y.
LT. (MONTGOMERY RD.) ‘ :
STA.10+55 TO STA. 10+49, RT, {IMONTGOMERY RD.) - - - - - 0.6 C.Y.
STA.10+74, TO STA.10+998, RT.(SB/NB MD 212) _ .- . .- . L4 C..
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MONTGOMERY ROAD TO AMMENDALE ROA
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